
withstand high winds,
cyclones even
hurricanes

Storm-proof
the beauty throughout
the entire product
lifespan

Aesthetics
everything needed
for a start-to-finish
roof installation

Accessories

Lightweight
appr. 1/7 of the weight
of traditional heavy tiles
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Traditional roof tile style

XBond



(+32) 12 24 18 01
info.europe@ikometals.com

Michielenweg 3,
3700 Tongeren, Belgium

IKO Metals Europe NV

Metrotile.Europe

Super durable scratch and 
UV resistant 80-micron 
coating

Powder coating

93,5% zinc, 3,5% aluminium, 
3% magnesium

Zinc-Aluminium-
Magnesium alloy

Protection and corrosion 
resistance to the steel core

Polyurethane 
primer

Durable, rigid, lightweight 
steel core

Steel 0,43 mm

Superior corrosion 
resistance at the underside 
of the tile

Polyester backer

Pitch

12°-90°

Easy installation
handling and cutting
are easy, perfect
for reroofing

Weight per panel

2,25 kg
Tiles per m² 

1,95 pcs

Roof cover

0,513 m²

Size - overall (mm)

1470 x 410

Size - cover (mm)

1400 x 367

Tested and trusted in extreme weather conditions and backed by 
a 30-year weatherproof warranty, XBond powder-coated 
lightweight roof exceed the expectations of traditional roofing 
materials. 

XBond by Metrotile inspired by lasting 
classic style of traditional european roofs.XBond

Traditional roof tile style


