
withstand high winds,
cyclones even
hurricanes

Storm-proof
the beauty throughout
the entire product
lifespan

Aesthetics
everything needed
for a start-to-finish
roof installation

Accessories
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Lightweight
approx. 1/7 of the weight
of traditional heavy tiles

Traditional roof tile style

Bond
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Superb aesthetic with 100% 
chip coverage

Stone Chip
“Water wet” gloss and 
resistance to physical 
damage

Overglaze

The chips are bonded with 
polymer acrylic coating with 
water and UV protection

Basecoat

Enhances adhesion of 
subsequent topcoats

Transparent 
Acrylic Coating

Durable, rigid, lightweight 
steel core

Steel 0,41 mm

55% aluminum, 43,4% zinc 
and 1,6% silicon

Special 
Aluminium-Zinc 
alloy

Pitch

10°-90°

Easy installation
handling and cutting
are easy, perfect
for reroofing

Weight per panel

3,01 kg
Tiles per m² 

2,13 pcs

Roof cover

0,469 m²

Size - overall (mm)

1330 x 415 

Size - cover (mm)

1270 x 371

Featuring a natural stone coating, the lightweight Bond roof tile is 
designed to withstand all elements and provide reliable protection 
for any roof anywhere – from highlands to seacoasts.

Metrotile’s Bond tile combines the 
traditional styling of clay roofs with 
strong, corrosion-resistant steel to offer 
elegant roofing that is as stylish as it is 
secure.

Bond
Traditional roof tile style


